1. To start diesel engine on 2M62 diesel locomotive you must execute following operations:

2. On the 1-st page turn on the main battery knife-switch (its Russian sign  is [image: image1.bmp]);

3. On the same page set the breakdown excitement automatic control system switch ([image: image2.bmp]) in a normal excitement position ([image: image3.bmp]);

4. On the 2-nd page turn on the  breakers “Overall control”([image: image4.png]"“YMnaeneHWs



) and “Fuel pump”([image: image5.bmp]), turn down brake block lever ([image: image6.bmp]), set the throttle lever ([image: image7.bmp]) in the idle (“0”) position, couple the crankshaft hand rotation device ([image: image8.bmp]), turn on the switch “Fuel pump 1” ([image: image9.bmp]); 

5. the fuel pump electric motor ([image: image10.bmp]) began to work, its image colour changes to red, the fuel ([image: image11.bmp]) pressure on instrument panel increase;  

6. Press and hold the button “1-st section diesel start “([image: image12.bmp]) (click on it one time); the oil pump electric motor ([image: image13.bmp]) (on the 1-st page) began to work, its image change to red, the oil ([image: image14.bmp]) pressure on instrument panel increase; after 60 second the start contactors ([image: image15.bmp]) will automatically turn on and the crankshaft rotation began by means of the main generator ([image: image16.bmp]) (on the 1-st page), which image colour will change to red; when the diesel rpm ([image: image17.bmp]) on instrument panel will achieve 400, you may release the start button (click on it) – the engine starting process is over. 

1. To move locomotive you must execute another operations:

2. Turn the safety device key “K”, shut the electrical cabinet doors (turn on their end breakers ([image: image18.bmp])), turn on traction motors breakers ([image: image19.bmp])  (near the motors contactors coins ([image: image20.bmp])) and move the throttle lever ([image: image21.bmp]) on 1-st position; main generator will be excited, its increasing voltage will be supplied to traction motors, they will begin to rotate;  the main generator voltage ([image: image22.bmp]) and current ([image: image23.bmp]) on instrument panel will appear; 







